DYNAC START-STOP AGM

DYNAC AGM 545913034

B ATTERIE B EAN CODE: 8717101000311

Description
Modern / start-stop vehicles may be equipped with a secondary battery alongside the
primary starter battery. This auxiliary battery can be used as a safety backup to support the
main battery when required or to supply power for specific electrical systems all of the time.
AGM 545913034 is an auxiliary battery for hybrid vehicles, supplying power to accessory
systems, headlights, audio systems and computer controls.

Nominal Voltage 12
Capacity 45Ah (20hr, 1.75V/cell)
CCAEN 340
Box Type B24
Length: 236 mm
. . Width: 125 mm
Dimensions

Height: 200 mm
Total Height: 224 mm

Net Weight 13.0Kg
Acid Volume 2.87
Material Casing / Lid Polypropylene

Technical Characteristics

Technology Flooded Calcium
Seperator Glass Mat
Layout Terminal
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Battery Classifications as per EN 50342-6
Water Consumption Charge Retention Vibration Resistance Endurance Level
W5 c2 V2 -

(Note) All above information shall be changed without prior notice, Landport Batteries reserves the right
to explain and update the latest information.
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Absorbent Glass Mat Technology
Reliable support battery

100% maintenance free, leak-
proof, save handling

Very low self-discharge

Eco-friendly product and 99%
recyclable

Micro-Cycle Performance
M3



